
AXLE 1 AXLE 2 AXLE 3 & 4 AXLE 5 TOTAL

TARE 3502 3102 4536 1564 12704

PAYLOAD 5498 5898 27464 7436 46296

GVM 9000 9000 32000 9000 59000

F3B E3681F*F [hp] [kW] [Nm] @ [rpm]

MAX POWER 480 353 1900

MAX TORQUE 2200 1000

ASTRA HD9 10 X 4, 540 HP MAIN SPECS

https://www.fptindustrial.com/global/en/Documents/OnRoad_EN.PDF



ZF AS TRONIC 16 SPEED

Advantages
        Automatic transmission system for special vehicles and applications

        For engines up to 3,000 Nm

        Clutch-dependent PTO and emergency steering pump optionally available

        Simple and compact design

The 16-speed ZF system AS Tronic is available for protected vehicles in direct drive or overdrive 

transmissions. The main components, including dry clutch, are fully integrated into a light metal 

alloy housing. There is no need for an additional transmission cooler in the standard vehicle 

configuration under normal usage when the outside temperature is at max. 40°C. The 

transmission system is available with the ZF Intarder. 

        Intarder with up to 4,000 Nm / 600 kW braking torque / performance optionally available 

(secondary retarder, wear-free)

GEAR RATIOS






